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Desktop Base
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(Suitable for QSWLMCR)

(Suitable for QSWLMCR)
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. (Suitable for QSWLMCR)

. (Suitable for QSWLMCR)

.(Suitable for

QSWLMCR)

Rotate the lens by the focus tuner to adjust the focus for

the better display effect.
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You could adjust the channel switch of camera to set the

channel for multi-camera working or avoiding the interference.

Please set the channel switch on the back cover as the following

diagram.
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to disconnect device from the powerT

Ssource.

4.



5Lux

Frequency Stabilization

90mA

+/-100ppm

36 38 47(mm)

24g

Antenna

Receiving Sensitivity

6m

-

0.9 ~1.35V @75 ohmp-pVp-p

2Vp-p~4V @600 ohmp-p

(Max.)
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TRADEMARKS

LEGAL DISCLAIMER

DISCLAIMER

All brand names and products are Registered

Trademarks of their respective Companies.

See warning on rear cover.

Warning: Your security camera is quality product.

You have to take utmost care while handling this product,

In order to ensure its reliability & durability.

digital

Digital Peripheral Solutions Inc.

S015 E Crystal drive,

Anaheim, CA 92807,

1-877-998-3440.

Mon-Fri: 9 am 6 pm PST.

TEL: 1-877-998-3440

E-mail: ts@dpsi-usa.com

Website: www.q-see.com

Q-See tech support in U.S.A.

The information in the document is subject to change

without notice. The manufacturer makes no represen-

tations or warranties with respect to the contents hereof

and specifically disclaims any implied warranties of sell-

ing or functionality for any particular purpose.


